
INDOOR AIR QUALITY TRANSMITTER

Indoor/Duct Type CO2
Transmitter

TSG43/44

Indoor Gas Monitoring
Transmitter

TSG53

Carbon Monoxide
Transmitter

TSG53

Carbon Dioxide
Transmitter

TSG53

Multifunction Indoor Air Quality
TSRCO2

Measuring range
  
CO     0 … 5000 ppm
Temperature    0 … 50˚C
Humidity   0 … 95% RH
VOC    0 … 100% IAQ

Accuracy

CO    ±30ppm 3% of measured value
Temperature    ± 0.2˚C at 25 ˚C
Humidity    ± 2% RH (20 … 80% RH) at 25 ˚C
VOC    ± 20% of final value 

TEMPERATURE TRANSMITTER

High Accuracy Temperature Head Transmitter (RTD)
TS323 / TS325 (HART)

 Universal Input (RTD/TC/mV/Ω)
•   Universal setting with HART protocol
•   High Accuracy in total ambient temperature range:
 0.02% of span for Pt100 sensor
 0.1% of span for TC sensor
•   Programmable vis PC-Software
•   2-wire technology, 4-20mA analogue output
•   Galvanic isolation (2000V AC)
•   Internal temperature sensor for active temperature compensation
•   Fault signal on sensor break or short circuit, presettable to NAMUR NE43

High Accuracy Temperature Head 
Transmitter (Thermocouples)
TS203TC

Input  K, J, E, N, T, R, S
Range   Type K: -200 … 1370 ˚C
  Type J: -100 … 1200 ˚C
  Type E: -200 … 1000 ˚C
  Type N: -180 … 1300 ˚C
  Type T: -200 … 400 ˚C
  Type R: -10 … 1760 ˚C
  Type S: -10 … 1760 ˚C
Accuracy   ± 0.1% F.S ± 0.5 ˚C 

DIN Rail Temperature Transmitter
TS213P

Input
PT100 IEC 0.003851 -200 … 850 ˚C  
PT100 IPTS -68 0.00391/2 -200 … 630 ˚C
Ni100 DIN 0.00618 Coe -60 … 180 ˚C 
Ni120 0.00672 Coe -80 … 260 ˚C  
CU53   -50 … 180 ˚C
Ohms  10 … 400 ohm

Accuracy
± 0.2 ˚C  + (± 0.05% of rdg)  

TEMPERATURE & HUMIDITY TRANSMITTER

Indoor/Duct 
Temperature & 
Humidity Transmitter 
TS 13/14

Temperature Range  0˚C to +50˚C
Humidity Range 0 to 100% RH 
Temperature Accuracy ±0.3˚C +0.002˚C x t Actual
Humidity Accuracy ±3% RH

Outdoor Temperature & 
Humidity Transmitter with Shield
TS 307
Temperature Range  0˚C to +80˚C
Humidity Range 0 to 100% RH 
Temperature Accuracy ±0.15˚C +0.002˚C x t Actual
Humidity Accuracy ±2% RH
Output  4 to 20mA

DIGITAL PRESSURE GAUGE

UNITSET

High Accuracy Digital Pressure Gauge
DPG110 / DPG 210 / TS-LabMM2

  Pressure Range 
      •   -1 to 1 bar
      •   -1 to  4 bar
      •   -1 to 40 bar
      •   -1 to 70 bar
      •   0 to 400 bar
      •   0 to 700 bar
      •   0 to 1000 bar

Accuracy Available
      •   ± 0.2% F.S
      •   ± 0.05% F.S

PRESSURE HANDPUMP

Hydraulic Handpump
TS700HP

Pneumatic Handpump
TS40P

Pressure Generation Up to 40 bar
Vacuum Generation better than 
  0.95 bar
Resolution / Sensitivity Up to 1mbar
Medium  Dry Air
Pressure Connection ¼” (F) BSP 
  Test & Master

Pressure Generation 0 to 700 bar
Resolution / Sensitivity Up to 1 mbar
Medium  Oil / Water
Pressure Connection ¼” (F) BSP

HANDHELD THEMOMETER

Precision Handheld Thermometer
TS975

  •   Wide Temperature Range -200°C to +850°C
  •   Dual Channel Technology
  •   High Accuracy (±0.01°C)
  •   Customisable probe length (up to 500mm)
  •   Up to 6000 measurements 
  •   DE-Graph Windows Software for online documentation

ACEZ INSTRUMENTS PTE LTD ACEZ INSTRUMENTS PTE LTD

6 Channel Mini Recorder
TS601

Nos. of input 6
Input sampling 10s/6ch, max
Type of input ±10mV, 0-20mV, 
 0-50mV, ±1V, 1-5V
Direct ourrent 4-20mA
Thermocouple K, T, J, E,B,S,R,G,
 C,N,PR40-20, 
 PLII, L, Au-Fe
RTD Pt100, Pt50, JPt100


